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SK-820/840/860/880/8100/8120 Large indoor and outdoor luxury column speaker
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TEC526 1P RATED

FEATURES:

« Good treble frequency response.

« Powerful unit.

«  With mounting bracket.

L

Dust-proof and waterproof grades in accordance with
IEC529 IP55 standard.

Large indoor and outdoor luxury column loudspeaker.

Aluminum housing, corrosion resistance can withstand
sunshine, rain, wind and snow.

The ideal choice for quares, factories, playground, parking,
terminal and transport sation.

Use for constant voltage type public address system.

Type Sk-820 SK-840 SK-860 SK-880 SK-8100 SK-8120
100V: 20W; 70V: 100V: 40W; 70V: 100V: 60W; 70V: 100V: 80W; 100V: 100W; 100V: 120W;
Input
10w 20w 30W 70V: 40W 70V: 50W 70V: 60W
Max input 30W 60W 90w 120W 150W 180W
Impedance| 100V: 20W, 10W; 100V: 40W, 20W; 100V: 60W, 30W; 100V: 80W, 40wW; |100V: 100W, 50W; |[100V: 120W, 60W;
70V: 10W, 5W 70V: 20W, 10W 70V: 30W, 15W 70V: 40W, 20W 70V: 50W, 25W 70V: 60W, 30W
Frequenc
response 150Hz~ 18KHz
(-10dB)
SPL 90dB 96dB 98dB 102dB 102dB 102dB
(1W/1m)
Material Aluminum
si 225x125x350 225x125x520 225x125x735 225x125x950 225x125x1160 225x125x1380
1ze (WDH)mm (WDH)mm (WDH)mm (WDH)mm (WDH)mm (WDH)mm
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